Errata: Spatially correlated microthermography maps threshold temperature in laser-induced damage

Michael L. Denton
Gary D. Noojin
Michael S. Foltz
Clifton D. Clark, III
Larry E. Estlack
Benjamin A. Rockwell
Robert J. Thomas
Errata: Spatially correlated microthermography maps threshold temperature in laser-induced damage

Michael L. Denton, a Gary D. Noojin, a Michael S. Foltz, a Clifton D. Clark III, a Larry E. Estlack, b Benjamin A. Rockwell, c and Robert J. Thomas c

a TASC, Inc., Biomedical Sciences and Technology Department, San Antonio, Texas 78235
b Conceptual MindWorks, Inc., San Antonio, Texas 78228
c Air Force Research Laboratory, 711 HPW/RHDO, 2644 Louis Bauer Drive, Brooks City-Base, Texas, 78235

[DOI: 10.1117/1.JBO.20.7.079801]

This article [J. Biomed. Opt. 16(3), 036003 (2011) https://doi.org/10.1117/1.3548881] was originally published online on 11 March 2011 with an error in Table 1, where the subscript was missing from the header in column 6: \( T_{\text{int}}(^\circ \text{C s}) \). The corrected table is printed below.

Table 1 Thermal analyses of in vitro retinal model exposed to 514-nm laser.

<table>
<thead>
<tr>
<th>Exposure duration</th>
<th>No. expos</th>
<th>Range of laser irrad (W/cm²)</th>
<th>Equiv. pixels at boundary</th>
<th>Threshold ( T_{\text{Peak}} ) (°C)</th>
<th>Threshold ( T_{\text{int}} ) (°C s)</th>
<th>Threshold ( T_{\text{ave}} ) (°C)</th>
</tr>
</thead>
<tbody>
<tr>
<td>0.10</td>
<td>16</td>
<td>102–178</td>
<td>5364</td>
<td>51.88 (0.33)(^a)</td>
<td>52.21 (0.33)</td>
<td>1.126 (0.021)</td>
</tr>
<tr>
<td>0.25</td>
<td>21</td>
<td>80–150</td>
<td>6527</td>
<td>55.25 (0.17)</td>
<td>54.56 (0.19)</td>
<td>3.590 (0.024)</td>
</tr>
<tr>
<td>1.00</td>
<td>20</td>
<td>30–110</td>
<td>6666</td>
<td>51.26 (0.22)</td>
<td>51.25 (0.22)</td>
<td>13.80 (0.165)</td>
</tr>
</tbody>
</table>

\(^a\) Standard error of the mean values.

© 2015 Society of Photo-Optical Instrumentation Engineers (SPIE)